Moisture Meters

A range of crop moisture meters
to suit all requirements

Protimeter

The most versatile crop moisture measurement system available

Protimeter Grainmaster i-S
The moisture meter with the complete service packag e

* Supplied in a hard carry case to protect the meter * 15 pre-programmed crop calibrations
* Supplied with spare grinder blade and feeder ring *  User-calibration to match commercial instruments
* Includes free first year service voucher * Integrated grinder-compressor unit

Available with a range of optional probes:
1.5m moisture & temperature probe
1.5m fast-response temperature probe
0.6m bale moisture probe
Root crop spike

Protimeter Balemaster

- Displays straw and hay bale moisture instantly

- 600mm long probe reaches the centre of big bales

- Used to decide if bales are in a safe condition to store

- Calibrated for wheat straw; with relative measureme  nt
of other baled products

- Optional bale temperature probe available

Moisture
measurement
in straw and
hay bales

Moisture and temperature measurement
in the grain heap with the Grainmaster i-S

Specifications:
Protimeter Grainmaster i-S
Calibrations: Wheat, Barley, Oats, OSR, Canola, Linseed, Peas, Corn,

Sunflower, Coffee, Soya, Rice, Sorghum, Paddy, Beans Contact:

Accuracy: +/- 0.5%; Moisture range: crop dependent ) .

Operating range: 0 - 40C; Weight (c/w grinder-compressor): 1kg M art| ] L|Sh man Ltd

Dimensions (c/w Grinder-Compressor): 195 x 185 x 100 mm . .

Power: 1 x PP3 9V battery (included) Unit 2B, Roman Bank, Bourne, Lincs PE10 9LQ, UK
Protimeter Balemaster Tel: +44 (0)1778 426600

Measurement range: 9% - 40% (guidance only above 30%) .

Dimensions: 160 x 65 x 20 mm; Weight: 230g FaX. +44 (0)1778 426555

Probe: 600mm long x 10mm diameter HSSH
Power: 2 x 1.5V AA battery (included) www.martinlishman.com




Moisture Meters = Available to monitor a wide range of crops

Harvester Grain Moisture Tester

The world’s most popular pocket-sized grain moistur e tester

The Harvester moisture meter is economically
priced, reliable, accurate and easy to use. It uses
a small ground sample so is ideal for use while
harvesting or drying crops. Independent testing
by HGCA showed the Harvester gives good
repeatability of moisture readings.

The Harvester is pre-calibrated for Wheat,
Barley, Oats, Oilseed Rape, Linseed and
Sunflower. A built-in facility displays the average
moisture content. Temperature correction is
performed automatically.

The Harvester integrated grinder is self

lubricating, so samples can be ground smoothly
with light pressure. The backlit display has large
characters, making it easy to read in poor light

6 pre-programmed commaodity calibrations " . o
pre-p g y conditions. The Harvester is supplied in a strong
Automatic temperature & husk 55e with handle.

temperature correction functions

HARVESTER FEATURES:

Product Code: Harvester

Harvester specifications:

Average moisture content display Measurement Range: 5 - 30%; Accuracy: +/- 0.5%

Backlit LCD display Power Supply: 1.5v (4 size AA batteries, included)
Dimensions & Weight: 164(W) x 94(D) x 65(H)mm, 443g

Easy operation & comfortable design Supplied with 2 sample slides, brush, tweezers, carry case

Let Martin Lishman take care of it. We are the offi  cial Protimeter sales and
service agent for the UK. Our service centre is ful |y equipped to carry out
moisture meter servicing and calibration to conform with quality assurance
schemes. We can also repair and restore many of the older models of

Protimeter and others such as Marconi and Sinar.

Most service work is covered by our basic charge w hich includes return carriage.

Martin Lishman Ltd is the sole UK distributor and service agent of

Protimeter products for agriculture and the Harvester Moisture Meter.
Protimeter, Grainmaster and Balemaster are registered trademarks of GE Sensing Plc.
Martin Lishman Ltd reserves the right to alter product specifications at any time without notice.
© Martin Lishman Ltd June 2007

Your Moisture Meter Supplier:

Martin Lishman Ltd, Unit 2B, Roman Bank, Bourne, Li  ncs, PE10 9LQ, UK
Tel: +44 (0)1778 426600 Fax: +44 (0)1778 426555
E-mail: sales@martinlishman.com  Website: www.martin lishman.com




